# EIA FOR GRADE SEPARATED JUNCTION AT PONT FER - JUMBO - DOWLUT ROUNDABOUTS

## CONTENTS

<table>
<thead>
<tr>
<th>Chapter</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>INTRODUCTION</td>
<td></td>
</tr>
<tr>
<td>1.1</td>
<td>The Project Proponent</td>
<td>1-1</td>
</tr>
<tr>
<td>1.2</td>
<td>The Road Decongestion Programme</td>
<td>1-1</td>
</tr>
<tr>
<td>1.2.1</td>
<td>The Project</td>
<td>1-2</td>
</tr>
<tr>
<td>1.3</td>
<td>Project Team</td>
<td>1-3</td>
</tr>
<tr>
<td>1.3.1</td>
<td>Korea Expressway Corporation (KEC)</td>
<td>1-3</td>
</tr>
<tr>
<td>1.3.2</td>
<td>CHEIL Engineering Co. Ltd.</td>
<td>1-3</td>
</tr>
<tr>
<td>1.3.3</td>
<td>Kyongdong Engineering Co. Ltd.</td>
<td>1-4</td>
</tr>
<tr>
<td>1.3.4</td>
<td>GIBB (Mauritius) Ltd.</td>
<td>1-4</td>
</tr>
<tr>
<td>1.4</td>
<td>Project Background</td>
<td>1-4</td>
</tr>
<tr>
<td>1.4.1</td>
<td>Aim of Project</td>
<td>1-4</td>
</tr>
<tr>
<td>1.4.2</td>
<td>Initial Project Description</td>
<td>1-5</td>
</tr>
<tr>
<td>1.5</td>
<td>Report Structure</td>
<td>1-5</td>
</tr>
<tr>
<td>2</td>
<td>EIA FRAMEWORK</td>
<td>2-1</td>
</tr>
<tr>
<td>2.1</td>
<td>Legal Framework</td>
<td>2-1</td>
</tr>
<tr>
<td>2.1.1</td>
<td>Environment Protection Act, 2002</td>
<td>2-1</td>
</tr>
<tr>
<td>2.1.2</td>
<td>Other Applicable Legislation</td>
<td>2-2</td>
</tr>
<tr>
<td>2.1.3</td>
<td>The Forest and Reserves Act, 1983</td>
<td>2-2</td>
</tr>
<tr>
<td>2.1.4</td>
<td>The Rivers and Canals Act, 1863</td>
<td>2-2</td>
</tr>
<tr>
<td>2.1.5</td>
<td>The Rivers (Control of Vegetation) Act, 1946</td>
<td>2-3</td>
</tr>
<tr>
<td>2.1.6</td>
<td>Central Water Authority Act, 1991</td>
<td>2-3</td>
</tr>
<tr>
<td>2.1.7</td>
<td>Waste Water Authority Act, 2000</td>
<td>2-3</td>
</tr>
<tr>
<td>2.1.8</td>
<td>Regulations</td>
<td>2-4</td>
</tr>
<tr>
<td>2.2</td>
<td>Policies, Planning Schemes and Guidelines</td>
<td>2-5</td>
</tr>
<tr>
<td>2.2.1</td>
<td>National Environment Policy</td>
<td>2-5</td>
</tr>
<tr>
<td>2.2.2</td>
<td>National Development Strategy</td>
<td>2-5</td>
</tr>
<tr>
<td>2.2.3</td>
<td>Environmentally Sensitive Areas</td>
<td>2-6</td>
</tr>
<tr>
<td>2.2.4</td>
<td>National Forest Policy</td>
<td>2-7</td>
</tr>
<tr>
<td>2.3</td>
<td>International Treaties</td>
<td>2-7</td>
</tr>
<tr>
<td>2.3.1</td>
<td>The Convention on Biological Diversity</td>
<td>2-7</td>
</tr>
<tr>
<td>2.3.2</td>
<td>International Convention and Protocol Signed/Ratified by Mauritius</td>
<td>2-8</td>
</tr>
<tr>
<td>3</td>
<td>PROJECT DESCRIPTION</td>
<td>3-1</td>
</tr>
</tbody>
</table>
3.1 General 3-1

3.1.1 Project Location 3-2
3.1.2 Main Line Carriageways 3-2
3.1.3 Roundabouts Concerned 3-2
3.1.4 Operation of Pont Fer Roundabout 3-2

3.2 Brief Project Description 3-2

3.3 Proposed Works and Road Design 3-4

3.4 Geometric Design 3-5
3.4.1 Road Classifications 3-6
3.4.2 Design Speeds 3-6
3.4.3 Intersections 3-7
   (a) Profiles 3-7
   (b) Intersection Sight Distances 3-7
   (c) Intersection Controls 3-7
3.4.4 Design Surveys 3-8

3.5 Typical Cross Sections 3-8
3.5.1 Review of Cross Section Elements 3-9
3.5.2 Lane Widths - Pont Fer / Jumbo / Dowlut Roundabouts 3-9
3.5.3 Shoulder Widths 3-10
3.5.4 Median Strips 3-10
3.5.5 Sidewalks 3-10
3.5.6 Applied Cross Sections 3-10
   (a) Typical Cross Section for M1 Motorway – as shown in Figure 3-7. 3-10
   (b) The typical cross section for M1 Motorway (STA.0+000~STA.0+135) as shown in Figure 3-8. 3-10
   (a) Typical Cross Section for M1 Motorway and M1 Frontage Road 3-11
   (b) Typical Cross Section for the M1 Motorway (STA.0+801~STA.1+355) 3-12
   (c) Typical Cross Section for Dowlut Ramp-1, 2 of A10 Road and A10 Connector Road 3-13
   Typical cross section for Dowlut Ramp-1 of A10 and A10 connector road is as follows: 3-13
   Typical cross section for Dowlut Ramp-2 of A10 is as follows: 3-13
   (d) Typical Cross Section for Sayed Hossen B63 Road and B63 Frontage Road 3-14
   (e) Typical Cross Section for Sodnac Link Road 3-15
   (f) Typical Cross Section for B130 Road 3-15

3.6 Pavement Design 3-16
3.6.1 Design Standards 3-16
3.6.2 Design Life 3-16
3.6.3 Grade Separated Junction Pavement Types 3-17

3.7 Bridges 3-18
3.7.1 Bridge Locations and Surrounding Conditions 3-18
3.7.2 Investigation and Analysis of Site Conditions for Bridge Selection 3-19
3.7.3 Geotechnical Survey 3-20
3.7.4 Construction Materials and Equipment Investigation 3-21
3.7.5 Design Standard for Bridge 3-21
3.7.6 Design Clearance 3-21
3.7.7 Pont Fer Viaduct: BR1 3-22
   a) Site Conditions 3-22
   b) Proposed Bridge Alignment, Size and Type 3-22
3.7.8 Jumbo Viaduct: BR2 3-23
   a) Site Conditions 3-23
   b) Proposed Bridge Alignment, Size and Type 3-23
3.7.9 Dowlut Ramp Bridge: BR3 3-24
   a) Site Conditions 3-24
   b) Proposed Bridge Alignment, Size and Type 3-25
3.7.10 Geotechnical Engineering 3-26
3.7.11 Stormwater Drainage 3-26
3.7.12 Construction Methodology for the River Diversion Scheme 3-28

4 CONSIDERATION OF ALTERNATIVES 4-1

4.1 General 4-1
4.1.1 No-Go Alternative 4-1

4.2 Alternatives of Proposed Project 4-1
4.2.1 Pont Fer Viaduct on M1 Motorway 4-2
   a) Review of River Sèche Pathway. 4-2
   b) Approach to Pont Fer Roundabout 4-3
4.2.2 Improvement of the Jumbo Viaduct Alignment on B63 Road 4-4
4.2.3 Change of the Existing Roundabout to a 3-Leg Intersection 4-8
4.2.4 Improvement of Alignment of the Ramp at Dowlut Roundabout 4-9

4.3 Comparison of Alternatives 4-12

4.4 Conclusion 4-15

5 BASELINE ENVIRONMENT 5-1

5.1 Introduction 5-1
5.1.1 Study Area 5-1
5.1.2 Existing Situation 5-1
   a) Main Line Carriageways 5-2
   b) Roundabouts Concerned 5-2
   c) Operation of Pont Fer Roundabout 5-2
   d) Characteristics of the GSJ 5-4
5.1.3 Surrounding Project Constraints 5-4

5.2 Land Use and Acquisition 5-6
   The expected additional land needed for the purpose of this is estimated as shown in Table 5-3 below: 5-6

5.3 Climate 5-6
5.3.1 Wind Climate 5-6
5.3.2 Temperature 5-8
5.3.3 Rainfall 5-8

5.4 Land 5-9
5.4.1 Topography 5-9
5.4.2 Geology 5-9
5.4.3 Geotechnical Study 5-10
5.4.4 Ground Model 5-11
  a) Topsoil 5-11
  b) Residual Soil (Completely to highly weathered basalt) 5-11
  c) Rock (moderately to slightly weathered basalt) 5-12
5.5 Hydrology and Drainage 5-12
5.5.1 Existing Stormwater Drainage System 5-12
5.6 Water Quality 5-15
5.7 Air Quality 5-16
5.8 Noise 5-17
5.9 Flora and Fauna 5-18
  (a) River Mesnil 5-18
  (b) River Sèche 5-18
5.10 Heritage 5-19
5.11 Aesthetics/Landscape Value 5-19
5.12 Consultation /Public Participation 5-19
  5.12.1 Consultation with Authorities 5-20
  5.12.2 Key Issues Raised 5-20
  5.12.3 Public Participation 5-21

6 BASELINE TRAFFIC SITUATION 6-1
6.1 Introduction 6-1
6.2 Bus Transport Systems 6-2
6.3 Review of Transit Routes and Number of Operations in the Project Area 6-2
  6.3.1 School Bus System 6-2
  6.3.2 Road Network Status 6-2
  6.3.3 Traffic Safety Facilities Status 6-4
  6.3.4 Traffic Volume Status in Access Roads and Intersections 6-4
  6.3.5 Analysis of Level of Service in Arterial Sections 6-4
  6.3.6 Results of Analysis of Level of Service at Roundabouts 6-5
  6.3.7 Result of Level of Service Analysis at Ramp Junctions 6-5
  6.3.8 Result of Project Level of Service Analysis at Existing Roundabouts for No-Development Scenario 6-6
  6.3.9 Road Safety Audit of Project Area 6-7
6.4 Information on Underground Utilities 6-8

7 IMPACT ASSESSMENT 7-1
7.1 Methodology 7-1
7.2 Initial Discussions with the Ministry of Environment 7-3
<table>
<thead>
<tr>
<th>Section</th>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>7.3</td>
<td>Socio-Economic and Social Issues</td>
<td>7-3</td>
</tr>
<tr>
<td>7.3.1</td>
<td>Construction Phase</td>
<td>7-3</td>
</tr>
<tr>
<td>7.3.2</td>
<td>Operation Phase</td>
<td>7-4</td>
</tr>
<tr>
<td>7.3.3</td>
<td>Economic Impacts</td>
<td>7-4</td>
</tr>
<tr>
<td>7.4.1</td>
<td>Construction Phase</td>
<td>7-4</td>
</tr>
<tr>
<td>7.4.2</td>
<td>Operation Phase</td>
<td>7-4</td>
</tr>
<tr>
<td>7.4</td>
<td>Cultural &amp; Heritage Impact</td>
<td>7-5</td>
</tr>
<tr>
<td>7.5</td>
<td>Hydrology and Drainage</td>
<td>7-5</td>
</tr>
<tr>
<td>7.5.1</td>
<td>Construction Phase</td>
<td>7-5</td>
</tr>
<tr>
<td>7.5.2</td>
<td>Operation Phase</td>
<td>7-6</td>
</tr>
<tr>
<td>7.6</td>
<td>Water Quality</td>
<td>7-7</td>
</tr>
<tr>
<td>7.6.1</td>
<td>Construction Phase</td>
<td>7-7</td>
</tr>
<tr>
<td>7.6.2</td>
<td>Operation Phase</td>
<td>7-7</td>
</tr>
<tr>
<td>7.7</td>
<td>Air Quality</td>
<td>7-8</td>
</tr>
<tr>
<td>7.7.1</td>
<td>Construction Phase</td>
<td>7-8</td>
</tr>
<tr>
<td>7.7.2</td>
<td>Operation Phase</td>
<td>7-8</td>
</tr>
<tr>
<td>7.8</td>
<td>Noise</td>
<td>7-9</td>
</tr>
<tr>
<td>7.8.1</td>
<td>Construction Phase</td>
<td>7-9</td>
</tr>
<tr>
<td>7.8.2</td>
<td>Operation Phase</td>
<td>7-9</td>
</tr>
<tr>
<td>7.9</td>
<td>Ecology</td>
<td>7-10</td>
</tr>
<tr>
<td>7.9.1</td>
<td>Construction Phase</td>
<td>7-10</td>
</tr>
<tr>
<td>7.9.2</td>
<td>Operation Phase</td>
<td>7-10</td>
</tr>
<tr>
<td>7.10</td>
<td>Traffic and Access</td>
<td>7-10</td>
</tr>
<tr>
<td>7.10.1</td>
<td>Construction Phase</td>
<td>7-10</td>
</tr>
<tr>
<td>7.11</td>
<td>Accidents / Health and Safety</td>
<td>7-11</td>
</tr>
<tr>
<td>7.11.1</td>
<td>Construction Phase</td>
<td>7-11</td>
</tr>
<tr>
<td>7.12</td>
<td>Landscape and Aesthetics</td>
<td>7-11</td>
</tr>
<tr>
<td>7.13</td>
<td>Energy and Power Requirement</td>
<td>7-12</td>
</tr>
<tr>
<td>7.13.1</td>
<td>Operation Phase</td>
<td>7-12</td>
</tr>
<tr>
<td>7.14</td>
<td>Land Contamination</td>
<td>7-12</td>
</tr>
<tr>
<td>7.15</td>
<td>Existing Utilities</td>
<td>7-12</td>
</tr>
<tr>
<td>8</td>
<td>TRAFFIC IMPACT ASSESSMENT</td>
<td>8-1</td>
</tr>
<tr>
<td>8.1</td>
<td>Introduction</td>
<td>8-1</td>
</tr>
<tr>
<td>8.2</td>
<td>Construction Stage</td>
<td>8-1</td>
</tr>
<tr>
<td>8.3</td>
<td>Operation Stage - Premise of Traffic Demand Forecast</td>
<td>8-2</td>
</tr>
<tr>
<td>8.4</td>
<td>Premise of Traffic Demand Forecast</td>
<td>8-2</td>
</tr>
</tbody>
</table>
8.5 Scope of Assessment 8-2
8.6 Integration of Metro Express and other Plans 8-3
8.7 Levels of Service 8-4
8.7.1 Definitions 8-4
8.8 Result of Assessment at Operation Stage 8-5
8.9 Result of Assessment at Operation Stage 8-6
8.10 Conclusion 8-8

9 MITIGATION MEASURES AND MONITORING PLAN 9-1

9.1 Planning/Design Stage 9-1
9.1.1 Hydrology and Drainage 9-1
9.1.2 Water Quality 9-1
9.1.3 Socio-Economic and Social Issues 9-1
9.1.4 Energy and Power Requirements 9-1
9.1.5 Traffic and Access 9-2
9.1.6 Landscaping and Aesthetics 9-2

9.2 Construction Stage 9-2
9.2.1 Socio-Economic and Social Issues 9-2
9.2.2 Water Quality 9-2
9.2.3 Air Quality 9-3
9.2.4 Noise 9-4
9.2.5 Cultural & Heritage Impacts 9-4
9.2.6 Drainage and Hydrology 9-4
9.2.7 Terrestrial Ecology 9-5
9.2.8 Aquatic Ecology 9-5
9.2.9 Traffic and Access 9-5
9.2.10 Existing Utilities 9-5
9.2.11 Additional Mitigation during Construction 9-6

9.3 Mitigation for Impacts during the Operational Stage 9-8
9.3.1 Accidents 9-8
9.3.2 Water Quality 9-8
9.3.3 Noise 9-8
9.3.4 The Landscape and Visual Environment 9-8

9.4 Environmental Monitoring Plan 9-8

10 CONCLUSION 10-1

LIST OF APPENDIX

Appendix A: Administrative Documents & Notes of Scoping Meeting with Ministry of Environment
Appendix B: Test Results for Air and Water Quality
Appendix C: Geotechnical Report, Ecological Report, Heritage Report and SIA
Appendix D: Drawings
Appendix E: Artistic Impression of the Project
LIST OF DRAWINGS

M191 / GSJ / EV / LA / 01 Project Location at Grade Separated Junction
M191 / GSJ / EV / LA / 02 Context Map at Grade Separated Junction
M191 / GSJ / EV / LA / 03 Localities around the Project at Grade Separated Junction
M191 / GSJ / EV / LA / 04 Sampling Location for Noise Surveys, Air and Water at Grade Separated Junction
M191 / GSJ / EV / LA / 05 Noise Survey at Grade Separated Junction
M191 / GSJ / S / 01 Topographic Map Grade Separated Junctions At Phoenix Map A
M191 / GSJ / S / 02 Topographic Map Grade Separated Junctions at Phoenix Map B

LIST OF FIGURES

Figure 3-1: Proposed Pont Fer Viaduct ................................................................. 3-3
Figure 3-2: Proposed Jumbo Viaduct ................................................................. 3-3
Figure 3-3: Proposed 3-leg Intersection at Jumbo .............................................. 3-3
Figure 3-4: Alignment of Ramp at Dowlut Roundabout ...................................... 3-3
Figure 3-5: Overall Proposed Improvement .......................................................... 3-4
Figure 3-6: Satellite Image of Pont Fer - Jumbo - Dowlut Roundabouts .............. 3-9
Figure 3-7: Typical Cross Section (M1 Motorway) .............................................. 3-11
Figure 3-8: Typical Cross Section (M1 Motorway and M1 Frontage Roads)........... 3-12
Figure 3-9: Typical Cross Section (M1 Motorway) .............................................. 3-12
Figure 3-10: Typical Cross Section (Dowlut Ramp-1of A10 and A10 Connector Road) 3-13
Figure 3-11: Typical Cross Section (Dowlut Ramp-2 of A10 Road)...................... 3-13
Figure 3-12: Typical Cross Section - Sodnac Link Road .................................... 3-15
Figure 3-13: Typical Cross Section (B130 Road) .................................................. 3-15
Figure 3-14: Location of Bridges at Grade Separated Junctions ......................... 3-19
Figure 3-15: Pictures of Pont Fer Roundabout .................................................... 3-20
Figure 3-16: Pictures of Jumbo Roundabout ....................................................... 3-20
Figure 3-17: Pictures of Dowlut Roundabout ...................................................... 3-20
Figure 3-18: Plan of Pont Fer Viaduct: BR1 ......................................................... 3-23
Figure 3-19: Profile of Pont Fer Viaduct: BR1 ...................................................... 3-23
Figure 3-20: Plan of Jumbo Viaduct: BR2 ......................................................... 3-24
Figure 3-21: Profile of Jumbo Viaduct: BR2 ......................................................... 3-24
Figure 3-22: Plan of Dowlut Ramp Bridge: BR3 ................................................. 3-26
Figure 3-23: Profile of Dowlut Ramp Bridge: BR3 ................................................. 3-26
Figure 3-24: Drainage Scheme for GSJ Pont Fer-Jumbo-Dowlut ......................... 3-27
Figure 3-25: Stage 1 Existing Condition of the River Sèche ................................. 3-28
Figure 3-26: Stage 2 Excavation in Rivers .......................................................... 3-28
Figure 3-27: Stage 3 Construction of Sandbag Barriers for River Diversions ......... 3-28
Figure 3-28: Stage 4 Construction of Box Culverts ............................................. 3-29
Figure 4-1: Comparison of Alternatives for Pont Fer Viaduct on the M1 Motorway 4-2
Figure 4-2: Review of River Sèche Pathway ...................................................... 4-3
Figure 4-3: Proposed Three-Legs Intersection at the Jumbo Roundabout .......... 4-9
Figure 4-4: Proposed Alignment divergence on the Pont Fer Viaduct in the Mission Report 4-5
Figure 4-5: Analysis of Pros and Cons for Alternatives 1 and 2 ......................... 4-6
Figure 4-6: Comparison of Alternatives for Pedestrian Moving Lines ............... 4-7
Figure 4-7: Comparison of Existing and Proposed Jumbo Roundabout in the Mission Report 4-9
Figure 4-8: Proposed Three-Legs Intersection at the Jumbo Roundabout .......... 4-9
Figure 4-9: Existing Obstacles near Dowlut Roundabout .................................... 4-10
Figure 5-1: Borehole Locations at Grade Separated ......................................... 5-10
Figure 5-2: Area 1 St-Jean Roundabout, from ABC Motors to Pont-Fer Roundabout 5-14
Figure 5-3: Area 2: Between Pont-Fer Roundabout and Jumbo Roundabout ........ 5-14
LIST OF TABLES

Table 3-1 - Road Classification on Project road ................................................................. 3-6
Table 3-2 - Adopted Design Speeds of the Grade Separated Junctions .............................. 3-7
Table 3-3 - Typical Cross Section (M1) – Duel Carriageway with 3 to 4 Lanes in each Direction .......... 3-11
Table 3-4 - Typical Cross Section (M1) - Duel Carriageway with 2 Lanes in each Direction ... 3-11
Table 3-5 - Typical Cross Section (M1 Frontage Road) ...................................................... 3-11
Table 3-6 - Typical Cross Section (M1) - Duel Carriageway with 3 Lanes in each Direction ... 3-12
Table 3-7 - Typical Cross Section (A10) - One-way Ramp with 1 Lane ................................. 3-13
Table 3-8 - Typical Cross Section (A10 Connector Road) ................................................... 3-13
Table 3-9 - Typical Cross Section (B63) - One-way with 2 Lanes ....................................... 3-14
Table 3-10 - Typical Cross Section (B63 Frontage Road) - Duel Carriageway with 2 Lanes Each Direction ................................................................. 3-14
Table 3-11 - Typical Cross Section - Sodnac Link Road ..................................................... 3-15
Table 3-12 - Typical Cross Section (B130) - Two-Way with 2 Lanes in Each Direction .......... 3-15
Table 3-13 - Pavement Layers for Port Louis to Pont Fer Roundabout Section ......................... 3-17
Table 3-14 - Pavement Layers for Pont Fer to Dowlut Roundabout (Type B) ....................... 3-17
Table 3-15 - Pont Fer to Dowlut Roundabout (Type C) .................................................... 3-18
Table 3-16 - Pavement Layers for Type D .......................................................................... 3-18
Table 3-17 - Details of Bridges at Grade Separated Junctions .............................................. 3-19
Table 3-18 - Vertical Clearance for Roads ........................................................................ 3-21
Table 4-1 - Pros and Cons between Alternative 1 and Alternative 2 of Alignment of Pont Fer Viaduct .................................................................................................................. 4-4
Table 4-2 - Pros and Cons between the Alternatives 1 and 2 of Alignment of Jumbo Viaduct .................................................................................................................. 4-7
Table 4-3 - Comparison of Alternatives of Dowlut Ramp ..................................................... 4-11
Table 4-5 - Overall Comparison of Alternatives .................................................................. 4-13
Table 5-1 - Feature of Existing Roads .................................................................................. 5-4
Table 5-2 - Key Features in the Project Area ....................................................................... 5-4
Table 5-3 - Estimated Land Required for GSJ .................................................................... 5-6
Table 5-4 - Highest Gusts at Vacoas Station due to Intense Cyclones ................................... 5-7
Table 5-5 - Estimation of Extreme Wind Speeds for the Return Periods ............................. 5-7
Table 5-6 - Monthly Mean, Maximum and Minimum Temperatures recorded at Quatre Bornes .............................................................. 5-8
Table 5-7 - Mean Monthly Rainfall for Quatre Bornes ....................................................... 5-8
Table 5-8 - Strata Descriptions in Boreholes ...................................................................... 5-11
Table 5-9 - Water Quality for River Mesnil ........................................................................ 5-15
Table 5-10 - Water Quality for River Seche .................................................................... 5-16
Table 5-11 - Ambient Air Quality at Pont Fer/Phoenix ...................................................... 5-17
Table 5-12 - Neighbourhood Noise Exposure Limits ......................................................... 5-17
Table 5-13 - Noise Level .................................................................................................... 5-18
Table 6-1 - Traffic Survey Parameters .............................................................................. 6-1
Table 6-3 - Results of Level of Service Analysis at Roundabouts ....................................... 6-5
Table 6-4 - Results of Level of Service Analysis at Ramp Junctions ..................................... 6-6
Table 6-5 - Project Level of Service at Existing Roundabouts for Year 2020, 2025, 230, 2040 and 2050 for No Development Scenario ................................................................. 6-7
Table 7-1 - Factors to be taken into account for Impact Estimation ...................................... 7-1

Figure 5-4: Area 3 Between Pont-Fer Roundabout and Dowlut Roundabout .......................... 5-15
Figure 6-1: Road Network Status ....................................................................................... 6-3
Figure 6-2: Current Status of Travel Speed (Grade Separated Junctions, am peak) ............... 6-5
Figure 6-3: Locations of Underground Utilities at the Grade Separated Junction ................ 6-9
Figure 6-4: Locations of Underground Utilities in the Grade Separated Junctions ............... 6-10
Figure 8-1: Point of Analysis ............................................................................................. 8-6
Table 7-2 - Rating of Impact.................................................................7-2
Table 7-3 - Rating the Probability of a Risk...........................................7-2
Table 7-4 - Determining Significance of Predicted Impacts..................7-3
Table 8-1 - Required Lanes of Ramp & Basic segment .......................8-5
Table 8-2 - Results of Roundabout Analysis........................................8-6
Table 8-3 - Results of Signalized Intersection Analysis......................8-6
Table 8-4 - Results of Road Operating Analysis (Sodnac)....................8-7
Table 8-5 - Results of Freeway Merge and Diverge Segment Analysis...8-7
Table 9-1 - Environmental Monitoring Plan........................................9-9

LIST OF PLATES

Plate 1: Dowlut Roundabout.................................................................5-2
Plate 2: Dowlut Roundabout Panoramic View.......................................5-3
Plate 3: Jumbo Roundabout...............................................................5-3
Plate 4: Location of Proposed Sodnac Roundabout ..............................5-3